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The Enhancement Kit is an accessory purpose-built for TITAN 
with an integrated Thermal Infrared (TIR) Camera for detect-
ing Elevated Body Temperature (EBT) in a person. This add-on 
enhancement aligns with Invixium’s core values and enhanc-
es an already flawless user experience. 

Field upgradeable and easy to install, the Enhancement Kit 
epitomizes Invixium’s design principles like a stunning blazer 
for the TITAN. 

Available in 2 colors and suitable for both in-wall and on-wall 
cabling, the TITAN Enhancement Kit is the best thing to 
happen to the TITAN since the TITAN. 

ENHANCEMENT KIT
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TIR Sensor FOV
TIR Sensor Accuracy*

56 degrees
+/- 0.5 ºC (+/- 0.9 ºF)*

Temperature Reading Celsius and Fahrenheit

Operating Temperature -10 to 60 ºC (14 to 140 ºF)

Impact Rating IK10

Power

Anti-Shock Vandal Protection

Via TITAN

Available via TITAN

Gang Box Compatibility Compatible
Color Options Black/Copper, Brushed Aluminium

Dimensions 33 x 11.5 x 5.5 cms (L x W x D)

TECHNICAL SPECIFICATIONS
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*To achieve accuracy within +/- 0.5 °C: 
  Install the device in an area with an ambient temperature of 10 – 40 °C (50 – 104 °F)


